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WASHERS, GALVANIZED STEEL
FLAT AND CURVED

Figure 1 Figure 2 Figure 3

Flat and Curved Galvanized Steel Washers of the configurations shown shall meet the requirements of
EEI-NEMA Pub. No. TDJ-10 “Standards for Washers Used in Overhead Line Construction.”

Zinc Coating:  Zinc coatings shall be by hot-dip galvanizing in accordance with ASTM Specification A153 or
by mechanical galvanizing in accordance with ASTM Specification B695.

Packaging:  The washers shall be packaged in accordance with EEI Packaging Standards (see table
below).

Reference Specifications (latest revisions):
EEI-NEMA TDJ-10
EEI Packaging Standard (Latest Revision)
ASTM A153 Specification for Zinc Plating on Iron and Steel Hardware
ASTM B695, Standard Specifications for Coatings of Zinc Mechanically Deposited on Iron and Steel

Stock Unit: EA

Dimensions, Inches EEI NEMA Pkg.Stock
Number

Fig.
No.

Bolt Dia.,
Inches B A T Box Lbs.

584775 1 5/8 to 7/8 4 x 4 15/16 1/4 50 58
584945 2 1/2 3 x 3 9/16 3/16 100 47
584947 2 5/8 to 3/4 3 x 3 13/16 3/16 100 46
584963 2 1 4 x 4 1-1/8 1/2 25 55
585135 2 5/8 to 3/4 2-1/4 x 2-1/4 13/16 3/16 250 56
585020 3 3/8 1 7/16 5/64 5000 75
585025 3 1/2 1-3/8 9/16 7/64 2500 93
585030 3 5/8 1-3/4 11/16 1/8 1000 85
585035 3 3/4 2 13/16 5/32 1000 92
585040 3 7/8 2-1/4 15/16 11/64 500 55
585045 3 1 2-1/2 1-1/16 11/64 500 60
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